KRIPT@MED

Professional solutions for your clinic

Audiometer

KBV Porto

Manufacturer: Istok-Audio International, Russia

Air and bone conduction audiometry with pure tone,
warble and pulsed tones with or without NB masking

o Truly portable, only 0,5 kg 9 Ideal for limited office space

9 Up to 6 hours of battery life a Reliable, fast and easy to use



Specifications

O 7inch Color Display with Touch Screen O Results export to a USB drive or PC

O Compact footprint 18x13x5cm O Auto testing (Hughson Westlake)
O Storage for 10,000 patients O Narrow-band noise masking
Frequency range Intensity

- AC: 125 to 8,000 Hz - AC: -10 to 120 dB

- BC: from 250 to 8,000 Hz - BC: -10 to 80 dB

Maximum hearing threshold for pure tones, dB

Frequency,

Hz TDH39 (air conduction) B71 (bone conduction)
125 85 -
250 110 30
500 120 60
750 120 65
1000 120 70
1500 120 70
2000 120 75
3000 120 80
4000 120 80
6000 15 50
8000 10 50

KBV Porto is delivered with the following:

O TDH39 headphone (air conduction) O PC cable

O  B71bone vibrator (bone conduction) O PC software

O Patient response button O Operation manual
O  Power supply O Carrying case
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